
JC-100 JUDGES CONSOLE PRODUCT SPECIFICATIONS
With its 32-character liquid crystal display (LCD), the easy-to-use JC-100 control console prompts the user and provides vital 
feedback. This console is used for diving, synchronized diving and synchronized swimming, judging as well as operation of the 
PC-2001, PC-2002 and TI-2022.

PRODUCT SPECIFICATIONS

PRODUCT SAFETY 
APPROVAL: ETL listed and tested to CSA standards, CE certifi ed

DIMENSIONS: Height 8", Width 4.75", Depth 2.75" (20.5 cm, 12 cm, 7 cm)

WEIGHT:   .5 lb (.2268 kg)

POWER:   2 W maximum, 12 V AC 

LCD VIEWING AREA: Height .625", Width 2.4" (16 mm, 61 mm)

LCD CHARACTER: Height .220", Width .145" (5.6 mm, 3.6 mm)

OPERATING
TEMPERATURES:  32 to 110 degrees Fahrenheit (0 to 43 degrees Celsius)

COMMUNICATION
PROTOCOL: Control Area Network (CAN)

WARRANTY/
SERVICE PLAN: Exclusive Daktronics Gold®  plan in the U.S. and Canada (see SP10093 for more information)
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For additional information on Daktronics scoring/timing products, call 605-697-4300 or 800-325-8766.

Gold® is a registered trademark of Daktronics, Inc.

For faster service call the appropriate sales group toll-free:
800-DAKTRONICS (800-325-8766) General Sales
888-DAK SCORE (888-325-7267) High School/Park & Rec Sales
888-DAK SIGN (888-325-7446) Commercial Sales 
800-558-9526 Business Communications Sales
888-DAK TIME (888-325-8463) College/University Sales
888-CHRONDEK (888-247-6633) Auto Racing Sports

JC-100


