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Omnisport® 2000

OMNISPORT® 2000 PRODUCT SPECIFICATIONS

This fully functional timer has multisport capabilities and communicates with the HyTek® MEET MANAGER system. Three back-it
LCD screens indicate current race information, lane status and completed lengths for up to ten lanes. For increased capabilities
and user friendly access, the OmniSport 2000® timer can interface to a laptop and is capable of scoring swimming, diving,

track and water polo.

PRODUCT SPECIFICATIONS

PRODUCT SAFETY

APPROVAL: ETL listed to UL Standards and CSA Standards
CE certified
DIMENSIONS: Height 4.3", Width 20.5", Depth 9" (112 mm, 521mm, 231 mm)
WEIGHT: 141b (6 kg)
POWER: 50 W maximum, 120 V AC
CONSTRUCTION: Housed in a rugged anodized aluminum case, the console face is water-resistant due to a sealed

membrane keyboard.

DISPLAYS: Three 32-character liquid crystal displays communicate lane status, current race information and
verify entries.

PRINTER: Builtin high resolution compact thermal printer gives you result prinfouts in less than ten seconds. The
printer uses paper that is available at your local office supply store. An ink cartridge is not required.
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OMNISPORT® 2000 PRODUCT SPECIFICATIONS (CONTINUED)

WARRANTY/SERVICE PLAN:
Exclusive Daktronics Gold® plan in the U.S. and Canada (see SP10093 for more information).

OPTIONS:

1. Durable carrying case for console
2. Radio output to scoreboard

3. 2.4 GHz spread spectrum radio

CONSOLE PORTS:

Near lane/far lane

touchpad ports Start Input (Normally Open or
Expansion port for integrating to a Nor.molly Closed start output is
PC to upgrade to the OmniSport available)

External game clock

Pro Windows® based software ,
switch port for water polo

External shot clock
switch port for water polo

Power

Back of OmniSport 2000

External Switch Port for
track push button timing.

Optional 2.4 GHz spread
spectrum radio available

Two ports dedicated to controlling single or  ——
multi-line scoreboards, event/heat, score and
lengths/record time modules.

Meet management port allows bi-directional
communication with results programs such as
RTD Port for bi-directional communication with a Hy-Tek’s MEET MANAGER.

Venus®Full Matrix Controller or CTS Scoreboard

OmniSport®, Hy-Tek®, Gold® and Venus® are registered trademarks of Daktronics, Inc.
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